
Order Code – 22235722.21 - 22235722.40

WATTMETER

Order Code Item Name Image Specifications

22235722.21 Chart - circulatory 
system

Chart - circulatory 
system

22235722.22 Chart - digestive 
system

Chart - digestive system

22235722.23 Chart - excretory 
system

Chart - excretory system
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22235722.24 Chart - nervous 

system
Chart - nervous system

22235722.25 Chart - female 
reproductive 
system

Chart - female 
reproductive system

22235722.26 Chart - male 
reproductive 
system

Chart - male 
reproductive system
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22235722.27 Chart - plant 

reproductive 
system

Chart - plant 
reproductive system

22235722.28 Chart - cross 
section of a 
herbaceous plant 
(root, stem and 
leaf)

Chart - cross section of 
a herbaceous plant 
(root, stem and leaf)

22235722.29 Forceps (blunt) Forceps Pure Stainless 
Steel
Non Magnetic
Dissecting Forceps
Surgical Forceps

22235722.30 Dissecting set 26 Pcs Advanced 
Dissection Kit - Premium
Quality Stainless Steel 
Tools for Dissecting 
Frogs etc - Best for 
Biology/Anatomy / 
Botany and Veterinary 
Students or Teachers 
with Case
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22235722.31 Tubing dialysis 10 feet of dialysis tubing

Designed for general 
purpose lab and 
educational use
Used for various 
separation techniques

22235722.32 Acetic acid Acetic Acid Glacial (for 
Synthesis)
Assay : Min. 99.5% 
CH3CO2H M.W. 60.05 , 
Liquid, d. 1.05
2.5 litres

22235722.33 Aluminium foil tap ,
3m

UL723 Listed (5/10 
Flame/Smoke Rating)
Designed for cold 
weather conditions
3M™ Aluminum Foil Tape
3380 is a nominal 1.7 
mil high strength dead 
soft
aluminum foil coated 
with an acrylic pressure 
sensitive adhesive. The 
malleable
foil applies easily to both
fibrous and sheet metal 
ducts and conforms to 
irregular
surfaces. 3M tape 3380 
excels in demanding 
temperature and 
humidity applications
and provides good 
performance and 
durability over a wide 
range of environmental
conditions.

22235722.34 Aluminium (metal) 
Powder

Aluminium (metal) 
Powder
Assay : Min. 99.7% Al 
M.W 26.98,
500G

22235722.35 Aluminium Oxide 
(practical) (calcined
White)

Aluminium Oxide 
(practical) (calcined 
White), Assay : Min. 
98% AI2O3 M.W. 101.96
,  500g
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22235722.36 Ammonia solution 

25%
Ammonia Solution 25% 
sp.gr. 0.910 , 
(ammonium hydroxide 
25%), Assay : Min. 25%
NH4OH M.W. 35.05, 
Liquid, d. 0.90 , 2.5 
litres

22235722.37 Ammonium 
chloride

Ammonium chloride 
500g
Assay : Min. 99% NH4Cl
M.W. 53.49

22235722.38 Ammonium 
dichromate 

Ammonium Bichromate 
500g (ammonium 
Dichromate)
Assay : Min. 99% 
(NH4)2Cr2O7 M.W. 
252.06

22235722.39 Ammonium 
Sulphate 

Ammonium Sulphate 
500g
Assay : Min. 98.5% , 
NH4)2SO4

22235722.40 Barium chloride Barium chloride  
(practical) 500g , 
(dihydrate) Assay : Min. 
98.5%
BaCl2.2H2O 


